

- Durable triple stitched æeams on leg and crotch extend product life.
- Ergonomically shaped trouser legs are constructed to follow the body's natural movements.
- Reinforced back pockets and ruler pocket.
- Thigh pocket with flap and hidden press studs.
- Adjustable kneepad pockets so kneepads can be optimally placed on the knee.
- The product tolerates industrial washing.
- Co-certified for use with MASCOT keepad type SHORT or LONG, as the kneepad pocket is height-adjustable.


## Technical info

Light fabric. Triple stitched æeams at leg and crotch. Ergonomically formed trouser leg. Belt loops. D-ring. Fly with zip. Front pockets. Back pockets with reinforcement, flap and hidden press studs. Thigh pocket with flap and hidden press studs. Reinforced ruler pocket. Adjustable kneepad pockets. Contrast stitching. We recommend 00718-100, 00418-100, 50454-916 \& 20118-915 kneepads for this model. Co-certified together with kneepad type SHORT or LONG in accordance with EN 14404.

## User



## 10579-442 Trousers with kneepad pockets

lightweight
MASCOT®INDUSTRY

| 11 | 010 | 09 | 18 |  |  |  |  |  |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| 82C42 | 82C43 | 82 C 44 | 82 C 45 | 82 C 46 | 82 C 47 | 82 C 48 | 82 C 49 | 82 C 50 |
| 82C51 | 82 C 52 | 82 C 54 | 82 C 56 | 82 C 58 | 82 C 60 | 82 C 62 | 82 C 64 | 82 C 66 |
| 82 C 68 | 76 C 46 | 76 C 48 | 76 C 50 | 76 C 52 | 76 C 54 | 76 C 56 | 90 C 42 | 90 C 46 |
| 90 C 47 | 90 C 48 | 90 C 49 | 90 C 50 | 90 C 51 | 90 C 52 | 90 C 54 | 90 C 56 | 90 C 58 |
| 90 C 60 | 90 C 62 |  |  |  |  |  |  |  |

$65 \%$ polyester/35\% cotton
$270 \mathrm{~g} / \mathrm{m}^{2}$


Twill.
Industrial care category A1

## Certifications


$\frac{\text { ProWóash }}{}{ }^{\text {® }}$

## Logo

## Logo placement:

- Workwear logo. Left back pocket. Max $10 \times 5 \mathrm{~cm} / 3.9 \times 1.9$ inches
- Workwear logo. Right back pocket. Max $10 \times 5 \mathrm{~cm} / 3.9 \times 1.9$ inches
- Workwear logo. Horizontal on left thigh. Max $9 \times 5 \mathrm{~cm} / 3.5 \times 1.9$ inches
- Workwear logo. Vertical on right thigh, read from the top downwards Max $25 \times 5 \mathrm{~cm} / 9.8 \times 1.9$ inches
- Workwear logo. Horizontal on right thigh. Max $11 \times 5 \mathrm{~cm} / 4.3 \times 1.9$ inches
- Workwear logo. Horizontal on left calf. Max $12 \times 6 \mathrm{~cm} / 4.7 \times 2.3$ inches
- Workwear logo. Horizontal on right calf. Max $12 \times 6 \mathrm{~cm} / 4.7 \times 2.3$ inches
- Workwear logo. Vertical on left calf, read from the bottom upwards. Max $28 \times 10 \mathrm{~cm} / 11 \times 3.9$ inches
- Workwear logo. Vertical on right calf, read from the top downwards. Max $28 \times 10 \mathrm{~cm} / 11 \times 3.9$ inches
- Workwear logo. Special placement. Contact to discuss further

