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Technical	Specifications		

	
R5	Revolution	Premium	3‐pt	Harness		

	
	
Description:		
This Revolution R5 premium 3 pts Harness is perfect for utilities & 
telecom. Engineered with pivot link connexion on the hips and 
automatic webbing adjustment for a more comfortable fit and a great 
freedom of movement.  
Equipped with automatic buckles and Ergo Armor back shield & 
work positioning belt. This rotating work positioning belt offers a 
more comfortable fit and a greater mobility. Webbing on the Padded 
legs straps are sliding, and provide a perfect easy-to-fit. 
	
References:  
1014251 : S/M Duraflex 1014254: S/M Dualtech 
1014252 : L/XL Duraflex  1014255: L/XL Dualtech 
1014253: XXL Duraflex 1014256: XXL Dualtech 
	
Features:			
Webbing	belt	&	leg	straps:		
Duraflex	Webbing:		 	 	 62	%	polyamide+	23	%	polyester		
	 	 	 	 	 +	15	%	elastomer	
Dualtech	webbing	45	mm	:		 	 	50	%	PA	+	50	%	Polyester		
Black	webbing	–	violet	edging:		 100	%	polyamide	‐	44	mm		
Sewing	thread:		 	 	 Polyamide		
	
Buckles:	
Automatic	buckle	:		 	 	 Aluminium	
Curved	lateral	ring	:		 			 	 Stainless	steel			
	
Weight	:		
1014251	:	1,970	Kg								 	 1014254	:	2,280	Kg	
1014252	:	2,140	Kg								 	 1014255	:	2,450	Kg																				
1014253	:	2,290	Kg												 	 1014256	:	2,600	Kg	
	
Breaking	strength:			 	 	 >	1000	daN	

EN‐361	(sept	2002):	Full	Body	Harness	
EN‐358	(March	2000):	Work	positioning	systems	

LAW of  19 MARCH 93 
PPE are products classified in category III, mortal risks, and as such they have to be the object of a periodic inspection 
for less than twelve months at the time of its use by the qualified person. 
 
For more information, please contact our technical team at 02 48 52 40 42 or by e-mail techniserv.hsp@honeywell.com 


