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Product Specification – Traumafix Dressing  
- Inc Dressing Pad 
 

Product Information 
REF: 962/963 
Description: Traumafix Dressing – Inc Pressure 

Pad  
Manufacturer: Reliance Medical Shanghai LTD 
Address: First floor, Building 66, Lane 118, 

Suide Road, Putuo District, 
Shanghai, China. 

Licensed Markets: UK 
Characteristic: Designed for major bleed trauma, 

now with innovative pressure pad.  
Offers amazing absorption of fluid. 
Vacuum compressed packing. 
Advanced safety absorbency 
protection. 

Indications: Wrap dressing around wound to 
stem bleeding. 

Sterilisation: Sterile R 
Shelf Life: 5 years from manufacture date. 
Storage Conditions: Store in a cool, dry place. 
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Barcode Information 
REF UNIT QUANTITY BARCODE DIMENSIONS WEIGHT 
962 Single Single 5060131889627 25mm(H) x 130mm(W) x 90mm(D) 90g 

 Pack Pack of 10 MOQ 05060131889627 340mm(H) x 230mm(W) x 120mm(D) 900g 

 Case Case of 100 15060131889624 570mm(H) x 250mm(W) x 470mm(D) 9kg 

963 Single Single 5060131889634 20mm(H) x 170mm(W) x 100mm(D) 100g 

 Pack Pack of 10 MOQ 05060131889634 420mm(H) x 240mm(W) x 120mm(D) 1000g 

 Case Case of 100 15060131889631 570mm(H) x 250mm(W) x 470mm(D) 10kg 
 

Additional Information  
CHARACTERISTIC SPECIFICATION 
 962 

(10cm x 18cm) 
 

963 
(15cm x 18cm) 

 
Bandage Width  100±5mm 150±7.5mm 
Bandage Undrawn Length  190±8cm 190±8cm 
Pad Width  100±5mm 150±7.5mm 
Pad Length  180±10mm 180±10mm 
Pad Grammage 700±150gsm 700±150gsm 
Water Regain ≥5.5 g/g ≥5.5 g/g 
Velcro Length  60±0.5mm 60±0.5mm 

 

The information contained in this product specification is accurate for the above revision date. However, components  

are subject to change without notice, when another specification will be issued.  


